Using ORION for RTTY Operation: 2 J uly 2003 
2125 (MARK) & 2295 (SPACE), 170 shift 


Receiver setup - 

* Set MODE to LSB (this is conventional) 

* Set PBT to +1960 Hz for 45 baud; 1910 for 75 baud 

* Set DSP BW to 510 Hz minimum; 600 Hz for 75 baud 

Automatic crystal filter selection will select 1 kHz filter. 

Using wider BW for easier signal tuning is OK 

It is possible to force selection of 500 Hz filter, if installed (FILTER Menu), but the 
narrow filter truncates RTTY signal sidebands. 


Transmitter setup - 

* Set TX BW to 2550 Hz for 45 baud; 2700 Hz for 75 baud 

* Set L.F. FILTER ROLL OFF to 300 Hertz 

* Set TX AUDIO SOURCE to AUX (preferred modem connection) 
* Set AUX GAIN to 50 as a start 


1275 (MARK) and 1445 (SPACE) "low tones", 170 shift 

Receiver setup - 

* Set MODE to USB (this is conventional) 

* Set PBT to +1100 Hz for 45 baud ; +1060 for 75 baud 

* Set DSP BW to 510 Hz minimum for 45 baud - 600 Hz for 75 baud 


Transmitter setup - 

* Set TX BW to 2000 

* Set L.F. FILTER ROLL OFF to 300 Hertz 
* Set TX AUDIO SOURCE to AUX 

* Set AUX GAIN to 50 as a start 


